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CHAPTER 1 DRAWING STANDARDS

1.1 Construction Drawings

1.1.1 Format and Content
Construction drawings for proposed public water and/or sewer facilities shall be prepared in
accordance with the following drawing standards.

Format
¶ Drawings submitted for review:  50% reduced scale 11”x17” sheets
¶ Final drawings submitted for approval:  full scale 24”x36” sheets
¶ Minimum text size 0.08” when plotted at full scale size.

Basic Drawing Elements
¶ North Arrow
¶ Scale Bar
¶ Legend (Clearly differentiate between existing and proposed features)
¶ Vicinity Map
¶ Overall Project Map
¶ Vertical Datum and Project Benchmark Information

All projects in the District must be on the City of Bellingham Vertical
Datum.  Current conversions to USGS Datum shall be shown for the
Geneva and North Shore areas, and conversions for the Sudden Valley
assumed datum shall be shown for the Sudden Valley area.

¶ Horizontal Survey Reference Point Information
Show bearing and distance information between survey reference points.

¶ Lake Whatcom Water and Sewer District General Notes.  Water System Notes
and/or Sewer System Notes as appropriate.

¶ Lake Whatcom Water and Sewer District Standard Details as applicable for type
of improvements

Scale for Plan and Profile Drawings
¶ 1" = 20' horizontal in areas with existing utilities or improvements
¶ 1”=50’ horizontal in areas with little or no existing utilities or improvements.
¶ 1”=2’or 1"= 5' or 1"=10' for vertical as appropriate

Topographic and Survey Information
¶ Right-of-way
¶ Easements
¶ Existing features and improvements
¶ Contour intervals of 1 or 2 feet as appropriate site and design
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¶ Existing features and improvements such as pavement, concrete, gravel,
sidewalks, curbs, utility poles, transformers, telephone pedestals, overhead and
underground utilities.

Plans
¶ Proposed improvements clearly shown and noted
¶ Design alignment and stake out information.  (Stationing, bearings, distances, and

offsets)
¶ For water mains, lineal footage from water main fitting to fitting.
¶ For sewer mains, lineal footage between exterior faces of manholes.
¶ Pipe material type called out on each segment

Profiles
¶ All utility crossings with clearances noted.
¶ Distances from centerline of manhole to manhole
¶ Distances from exterior face of manhole to manhole
¶ Calculated slope between exterior face of manhole to manhole (actual pipe slope)
¶ Rim and invert elevations for existing and proposed manholes
¶ Trench dams shown

1.1.2 Plan Review Sets
Submit two sets of 50% reduced scale 11”x17”drawings.  If there are review comments, the
District will return one redlined original set.  For subsequent re-submittals, submit two sets of
50% reduced scale drawings.

1.1.3 Final Approval Sets
Once all District review comments have been addressed, the District will request three full scale
sets to stamp “Approved for Construction.”  The District will retain two sets and return one
approved set.

1.2 Record Drawings

1.2.1 Content
Record drawings shall include the exact location of all water and sewer mains and services and
the approximate location of all other underground and above ground utilities and shall include
information listed below.

Basic Information
¶ Each drawing shall include “Record Drawing” boldly noted on each sheet.
¶ Line-out design text that has changed and note record information.
¶ Circle plan design elements that changed and show record information.
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Water Mains and Services
¶ Location of all vertical and horizontal bends in the water system.  Stationing shall

be along the length of the extension.
¶ Location of all water valves, hydrants, hydrant valves, and blow-offs with

distance along centerline and distance from the centerline.
¶ Location of all utilities within easements.  This includes distances to the utilities

from the easement lines.
¶ Stationing of service taps on the main.  Stationing shall be cumulative along the

length of the extension.
¶ Distance from main to meter.
¶ Distance from tap to a point opposite (at 90 degrees) the meter along main, and

station this point.
¶ Distance from this point on the main to the meter (distance 90 degrees).
¶ Depth of all services.

Sewer Mains and Service Stubs
¶ Location of all sanitary manholes, inverts, valves and cleanouts on the sewer

main.
¶ Location of all vertical and horizontal bends in the force main system.
¶ Location of all side sewer saddles on the sewer main from the back-station

manhole.
¶ Stationing of all sewer wyes into the main, located from the back station manhole.
¶ Length of side service stub, lineal feet, and size of pipe.
¶ Distance along mainline from side sewer wye to where end equals 90 degrees

from mainline.
¶ Distance from this point on the main to the end of stub. (distance 90 degrees).
¶ Depth of services at end of stub.
¶ Location of cleanouts on the sewer stub.

1.2.2 Construction Record Keeping
All District projects must have full time inspection.  A District Inspector will document and
maintain construction asbuilt information.  It is the Contractor’s responsibility to ensure that the
Inspector has all asbuilt information and measurements recorded prior to backfill of facilities.

1.2.3 Preparation
A copy of the District inspector’s notes and sketches will be given to the Engineer of Record for
preparing the record drawings.  For developer constructed facilities, the developer’s engineer
prepares and stamps the record drawings.  For district constructed facilities, the District’s
consulting engineer prepares and stamps the record drawings.

1.2.4 Review and Submittal Format
Submit one 50% reduced scale 11”x17” set to the District for review.  Upon acceptance, the
District will request final record drawings.  Final records drawings include one set on Mylar, one
set on paper, AutoCAD .dwg files, and an electronic PDF set.
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1.2.5 Condition of Final Acceptance
Final record drawings must be received and accepted by the District before final acceptance of
the project by the Board of Commissioners.
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CHAPTER 2 DESIGN STANDARDS

2.1 Water Projects

2.1.1 Minimum Design Requirements
Minimum design criteria, unless the District criteria is more stringent, shall be in accordance
with the current "Water System Design Manual", Washington State Department of Health and
Washington Administrative Code Chapter 246-290 Public Water Supplies.

2.1.2 Minimum Pipe Size
Minimum pipe size for new or replaced water lines is eight (8) inches in diameter.  Dead-end
lines are only permitted where there is a cul-de-sac and where it is not possible to make a loop.
Blow-offs or fire hydrants shall be installed at the end of a dead-end line.

2.1.3 Comprehensive Plan Requirements
Water system construction and reconstruction shall be done pursuant to a design that, when fully
implemented, will provide the flow requirements of the District’s Comprehensive Plan.
Minimum pipe size shall be as identified by the District’s Water Comprehensive Plan. A
Latecomers agreement can be created if the sizing was in excess of that required by the
Developer or Utility Local Improvement District.

2.1.4 Minimum Allowable Pressure
The minimum pressures allowed by the District at any time are 30 psi under peak hourly
demand, or 20 psi under maximum day demand and fire flow combined.

2.1.5 Increases in Flow Requirements
When any new development increases the flow requirements, the Developer shall upgrade the
existing water system to support the changes.

2.1.6 Providing for Future Extensions
Utilities shall be extended through the property to allow for future extension, expansion and
continuation of the District's distribution system or for conformance with the Water
Comprehensive Plan.

2.1.7 Easements
A minimum ten (10) feet of recorded easement must be provided on each side of the pipe, for a
total width of twenty (20) feet.
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2.1.8 Valves
Valves shall be installed along the water main at intervals not to exceed 800 feet.  Gate valves
shall be placed at all junction points, such that there are valves on each leg of a tee (3 valves), or
cross (4 valves).

2.1.9 Fire Hydrants
Fire hydrants shall be installed every 600 feet.

2.1.10 Sampling Stations
One sample station per zone is required for each new pressure zone. The District may require
sample stations for new developments in existing pressure zones.

2.1.11 Separation from Sanitary Sewer
Minimum separation of water mains and sanitary sewer lines shall be ten (10) feet horizontally
for parallel pipe, and eighteen (18) inches vertically with water on top for perpendicular or
oblique crossings, measured from the bottom of the water pipe to the crown of the sewer pipe.
Situations occurring with less than the minimum separation as required shall be in accordance
with Section C1-9.1 Required Separation Between Water Lines and Sanitary Sewers of the
current edition of the "Criteria For Sewage Works Design" published by the Washington State
Department of Ecology.

2.1.12 Pipe Slope and Air/Vacuum Release Valves
Water mains shall be installed at an upward slope to a high point where a combination
air/vacuum release valve shall be installed.

2.1.13 Water Booster Stations
All public/District-owned water booster stations shall have at least two pumps.

2.2 Sewer Projects

2.2.1 Minimum Design Requirements
Minimum design criteria, unless the District criteria is more stringent, shall be in accordance
with the current "Criteria for Sewage Works Design", State of Washington Department of
Ecology.

2.2.2 Minimum Pipe Size
Minimum pipe size for sewer gravity mains is eight (8) inches except that, in special cases, 6-
inch diameter sewer lines may be approved by the District if they meet the Department of
Ecology Guidelines for 6-inch sewer lines. Minimum size for side sewers shall be six (6) inches
from main to property line.  Minimum size pipe for force mains shall be four (4) inches.
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2.2.3 Providing for Future Extensions
Utilities shall be extended through the property to be developed to allow for future extension,
expansion and continuation of the District's collection system or for conformance with Sewer
Comprehensive Plan.

2.2.4 Easements
A minimum ten (10) feet of recorded easement must be provided on each side of the pipe, for a
total width of twenty (20) feet.

2.2.5 Separation from Water Mains
Minimum separation of water mains and sanitary sewer lines shall be ten (10) feet horizontally
for parallel pipe, and eighteen (18) inches vertically with water on top for perpendicular or
oblique crossings, measured from the bottom of the water pipe to the crown of the sewer pipe.
Situations occurring with less than the minimum separation as required shall be in accordance
with Section C1-9.1 Required Separation Between Water Lines and Sanitary Sewers of the
current edition of the "Criteria For Sewage Works Design" published by the Washington State
Department of Ecology.

2.2.6 Manholes
Manholes shall be installed in accordance with Standard Details and DOE Guidelines. Manholes
shall be placed at each grade and direction change.  Distances between manholes shall not
exceed 350 feet.  Manholes shall be a minimum of five feet deep to the invert of pipe.  Manholes
shall be installed at the end of each line of 8-inch diameter or greater. Cleanouts shall only be
used on 8-inch or smaller lines and shall be located not more than 150 feet from a manhole.

2.2.7 Manhole Drop Connections
An outside drop connection shall be provided for a sewer entering a manhole at an elevation of
24 inches or more above the manhole invert.  Inside drops may be used only at the discretion of
the District on existing manholes.
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CHAPTER 3 CONSTRUCTION STANDARDS – GENERAL NOTES

3.1 Construction Plan Notes

The General Notes apply for all new public facility construction within the District and shall be
included in every construction plan set.  Water System Notes and Sewer System Notes shall be
included in the plan set as relevant for the type of construction project.

3.1.1 General Notes

1. All work and materials shall conform to the most current edition of the Standard
Specifications for Road, Bridge and Municipal Construction (WSDOT) as prepared by
Washington State Department of Transportation and the Washington State Chapter of the
American Public Works Association, Lake Whatcom Water and Sewer District Design
and Construction Standards, and the instructions and recommendations of the
Manufacturer of the material concerned. In case of a conflict between the above
standards, the more stringent shall apply. All work and materials shall be subject to the
approval of the District Engineer.

2. Contractor shall obtain encroachment permits or other permissions which may be
required from the County, State Highway Department, Sudden Valley Community
Association, or other entity having jurisdiction over roads and streets, prior to
commencing work.

3. Backfill under pavement shall consist of material conforming to WSDOT 9-03.19.
Backfilling of trenches shall be in accordance with WSDOT 7.08.3(3).  Backfill shall be
compacted to 95% modified Proctor within traffic areas, 90% modified Proctor in
landscape and open areas.

4. Contractor shall mark all water & sewer mains and service lines with minimum 10-gage
tracer wire. The tracer wire shall be buried within 3 inches of the top of the pipe.  Color
of wire insulation is blue for water, green for sewer.  Connections shall be made using
water-resistant, silicone-filled wire nuts (King nuts or approved equal).  In addition,
Contractor shall install 2-inch wide detectable marking tape 8 to 12 inches below the
finish surface.  Detectable marking tape shall meet WSDOT 9-15.18 and be color coded
blue for water and green for sewer.

5. All pipe shall be bedded in bedding material meeting WSDOT 9-03.12(3).  The bedding
cross-section shall be blocked with impervious material (i.e. clay or concrete) a minimum
of every 800 feet and the trench drained to daylight or to a storm drain.

6. Water mains crossing over sewer stub service lines with less than 18-inches of vertical
clearance shall be stabilized with Control Density Fill (CDF) per WSDOT 2-09.3(1)E.
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7. From the main to the property line, sewer stub service lines and water service lines shall
maintain a minimum horizontal separation of 5-feet, vertical separation of 18-inches with
water installed above sewer, and installed in separate trenches.

8. Contractor shall remove all debris and excess excavation; repair all damage, and restore
the site, public or private, to pre-construction conditions.

3.1.2 Water System Notes

1. Water distribution system materials, trenching, bedding, installation, backfilling,
disinfection, and testing shall conform to WSDOT 7-09.

2. Water main pipe shall be class 52 ductile iron per WSDOT 9-30.1(1) and encased in
polyethylene encasement per WSDOT 9-30.1(2).  Fittings for ductile iron pipe shall
conform to WSDOT 9-30.2 (1).

3. Valves shall have a minimum pressure rating of 200 psi. Gate valve installation shall
conform to WSDOT 7-12.  Gate valves shall be resilient-seated gate valves conforming
to WSDOT 9-30.3(1) and AWWA C509 Standard for Resilient Seated Gate Valves.  A
cast iron valve box shall be installed with each valve.  An approved marking post shall be
installed with each valve in accordance with WSDOT 7-12.3(1) for all valves not
installed in pavement.  Where a valve operating nut is more than 4-feet lower than grade,
an American Flow Control Trench Adapter valve box and stem extension combination
(or approved equal) must be installed.

4. Pressure reducing valves (2” and larger) shall be manufactured by Cla-Val, Watts, or
approved alternate.

5. Service connections shall be installed per WSDOT 7-15.  Lot corners shall be staked
prior to service connection installations to assure services are installed in correct
locations as shown on the approved plans.

6. District Engineer or their appointed representative shall witness pressure testing and
bacteriological test sampling.  Contractor shall provide the District Engineer 48 hours
notice prior to conducting tests or sampling.

7. Water lines and appurtenances shall be pressure tested in accordance with WSDOT 7-
09.3(23).

8. District Engineer must receive a satisfactory bacteriological report before new water
mains are connected to existing mains and placed in service.  Contractor shall disinfect,
flush and provide a satisfactory bacteriological report to the District Engineer in
accordance with WSDOT 7-09.3(24).  Contractor shall provide two chlorine
concentration test reports to show the initial chlorine concentration is at least 50 mg/L,
and to show the 24-hour residual chlorine concentration is at least 25 mg/L.  All tests
must be performed by a DOH-certified testing laboratory and sample-taking shall be
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witnessed by the District Engineer or their appointed representative. Chlorinated flush
water must be disposed of into the sanitary sewer.  Contractor shall coordinate with
District staff to ensure the rate of disposal does not overload the sewer.

9. New services shall be pressure tested along with the new main.  No use of water through
a newly installed service shall be allowed until water main and service installation has
been inspected, pressure tested, chlorinated and a satisfactory bacteria test received.
After installation, the service connection shall be flushed prior to connecting the meter.
No service is to be covered until the District's Inspector has inspected the initial
installation.  All corporations must be in an ON position and all angle valves must be in
the OFF position.

10. Service flow testing shall be done after water main pressure testing.  During the
inspection, every service shall be turned on to its full capacity to check flow and
guarantee that each service line has been flushed.

3.1.3 Sewer System Notes

1. Sewer system materials, trenching, bedding, installation, backfilling, and testing shall
conform to WSDOT 7-05 and 7-17.

2. Gravity sewer pipe shall be ASTM D3034-SDR 35 PVC per WSDOT 9-05.12(1).  In
certain applications, the District may require class 52 ductile iron pipe, per WSDOT 9-
30.1(1) encased in polyethylene encasement per WSDOT 9-30.1(2).

3. Pressure sewer pipe shall be class 52 ductile iron pipe per WSDOT 9-30.1(1) encased in
polyethylene encasement per WSDOT 9-30.1(2) or PVC C900 class 150 per WSDOT 9-
30.1(5). HDPE may be substituted with the approval of the District Engineer and the pipe
rating shall be based on the specific design conditions.

4. Side sewers, from main to private property line, shall be installed per WSDOT 7-18.
Side sewers shall have a minimum slope of 2%.  Side sewer shall maintain a minimum
cover of 30 inches under ditches. Side sewers and cleanout/test tee at property line shall
be minimum 6-inches in diameter.

5. Sewer cleanouts shall be installed per WSDOT 7-19.

6. Grout for manholes shall be a non-shrinking cementitious grout, containing no gypsum or
calcium sulfate Di-hydrate (CaSO42H2O), conforming to WSDOT 9-04.3, such as
Blueline Speedcrete (Pacific Concrete), Rapid Set Cement All, or approved equivalent.
Grout shall be installed according to manufacturer’s instructions.  JET SET AND
QUICKCRETE ARE NOT ALLOWED!

7. All sewer pipe and appurtenances shall be flushed and cleaned prior to being put into
service.  Debris shall not be allowed into the existing sewer system.
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8. District Engineer or their appointed representative shall witness testing.  Contractor shall
provide the District Engineer 48 hours notice prior to conducting tests or sampling.

9. Pipe shall be tested after backfill by the low-pressure air test method per WSDOT 7-
17.3(2)F.  PVC pipe shall have a mandrel passed through it to check for any deflections
in the pipe per WSDOT 7-17.3(2)G.  The District at their option may require any or all
sewers to be inspected by the use the District television camera before final acceptance.
The costs incurred in making the inspection shall be borne by the Contractor.  Connection
to the existing system is not permitted until final acceptance.

10. Downspouts, foundation/crawl space sump pumps, yard drains, or any outside drains
shall not be connected to sanitary sewer mains or services.
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CHAPTER 4 CONSTRUCTION STANDARDS - WATER SERVICES

4.1 General Requirements

4.1.1 District Water Permit
A District water permit is required prior to installation of a water service.

4.1.2 Uniform Plumbing Code
All improvements shall be installed per the most current edition of the Uniform Plumbing Code.

4.1.3 Easements
Water services shall be installed on only the property being served and in appropriate recorded
easements and rights-of-ways.

4.1.4 Developer Extension Agreement Projects
The Developer is responsible for installing the water service from the water main to property line
for new main construction.  The Property Owner is responsible for installing water service from
property line to building.  The Developer will provide the District with the meter assemblies.
The District will install meter assemblies when the Property Owner requests service.

4.1.5 Installation, Maintenance, & Repair
The Property Owner is responsible for service line installation, maintenance and repair from the
meter to the building.  For new services, the District taps the water main, installs a service
saddle, corp stop, service, meter assembly and meter box.

4.1.6 Separation from Side Sewer Services
Side sewer lines and water service lines shall maintain a minimum horizontal separation of five
(5) feet and a vertical separation of eighteen (18) inches with water installed above sewer, from
the mains to the property line.  Service lines shall be installed in separate trenches.

4.1.7 Pressure Reducing Valves
It is the responsibility of the Property Owner to supply and install a pressure reducing valve
(PRV) for their service.  Pressure reducing valves shall be installed downstream of the meter and
dual check valve.  Property Owners that elect not to install a PRV must record a hold harmless
agreement with the Whatcom County Auditor.  Hold harmless agreements are available at the
District office.

4.1.8 Privately Owned Water Booster Systems
Privately owned water booster systems are not allowed as a means of obtaining water service
where the pressure at the service’s meter would be below 30 psi. The only exceptions are certain
existing Sudden Valley lots covered by Resolution 410.  Each application is subject to cross-
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connection control analysis by the District.  Typical residential applications will require District
standard dual check valves at the service meter.  Higher risk applications will be required to
install backflow prevention devices as determined by the cross-connection control analysis.

4.1.9 Inspections
The District must inspect and approve the pressure reducing valve.



2009 Design & Construction Standards June 3, 2009 5-14

CHAPTER 5 CONSTRUCTION STANDARDS - SEWER SERVICES

5.1 General Requirements

5.1.1 Contractor Requirements
Contractors installing side sewer services shall have a current Sewer Services Contractor’s
Certification Agreement and surety bond on file at the District.

5.1.2 Uniform Plumbing Code
All improvements shall be installed per the most current edition of the Uniform Plumbing Code.

5.1.3 District Sewer Permit
A District sewer permit is required prior to installation of any side sewer service.

5.1.4 Easements
Side sewer services shall be installed on only the property being served and in appropriate
recorded easements and rights-of-ways.

5.1.5 Authorization to Connect to Sewer Main
Contractor shall connect the side sewer service to the sewer main at the location identified and
authorized by the District.  The Contractor shall schedule an onsite pre-construction meeting
with the District to obtain authorization to connect prior side sewer installation.

5.1.6 Other Permits
Contractor shall obtain and abide by encroachment permits or other permissions which may be
required from the County, State Highway Department, Sudden Valley Community Association,
or other entity having jurisdiction over roads and streets, prior to commencing sewer service
work.  Restoration shall be done in a manner approved by the appropriate jurisdiction.

5.1.7 Surveying and Staking
Lots and/or property lines shall be surveyed and staked to assure sewer service is installed within
the property, recorded easements, and/or right-of-ways.  Surveying and staking are the
responsibility of the Contractor and Property Owner.

5.1.8 Surface Water Drain Connections Prohibited
Downspouts, foundation/crawl space sump pumps, yard drains, or any outside drains shall not be
connected to the sanitary sewer service.
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5.2 Side Sewer Services into Gravity Mains

5.2.1 Installation, Maintenance, & Repair
The Property Owner is responsible to contract with a Contractor on the District’s Bonded Side
Sewer Contractor List.  The Contractor installs the side sewer service from the sewer main to the
residence, which includes installing a service tee on District sewer main, cleanout at property
line, the private service line to the building, and restoration per the Standard Drawings.

The Property Owner is responsible for maintenance and repair of the side sewer service from the
cleanout at the property line to the residence.

5.2.2 Grinder Pumps
Grinder pumps may be installed in such special circumstances where installation of a gravity
system is not possible.  The District must authorize the use of a grinder pump system prior to
installation.  Grinder pump design shall be in accordance with Section C1-10.1 and C1-10.2 of
the current edition of the "Criteria For Sewage Works Design" published by the Washington
State Department of Ecology.

5.2.3 Pre-Construction Meeting
The Contractor shall schedule a preconstruction meeting with the District prior to beginning
construction.  At the preconstruction meeting, the District will identify and authorize the location
of connection to the sewer main.

5.2.4 Inspections
The District must inspect all side sewer services prior to backfill.  Services backfilled without an
inspection must be re-exposed and the full length tested at Contractor’s expense.

Bedding & Backfill Inspection.  The entire sewer service pipe from the main to the
cleanout adjacent to building must be inspected and approved prior to backfill by the
District.  Pipe backfilled before inspection will be rejected.

Leak Test.  Contractor fills service line with water from a plug inserted in the cleanout at
the property line up to the cleanout at the building.  The line must hold water with no
visible drop in elevation to pass.  The test is observed by the District after all lines have
been backfilled.

Grinder Pump Inspection (if applicable).  The private grinder pump station may be
located inside the residence or outside the residence.  If located inside the residence, the
installation shall be subject to inspection by the Whatcom County Building Official (or
his or her designee).  If located outside of the residence, the grinder pump station shall be
subject to inspection by the District.
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5.3 Pressure Side Sewer Services into Force Mains

5.3.1 Design
The Property Owner is responsible for the design of the pressure side sewer service installation
including the grinder pump station at the residence.  The Property Owner shall engage a civil
engineer licensed in the State of Washington to prepare hydraulic calculations, determine pipe
size, determine air release and air vacuum valve requirements, and select the appropriate model
of grinder pump for the specific residential installation.  Grinder pump design shall be in
accordance with Section C1-10.1 and C1-10.2 of the current edition of the "Criteria For Sewage
Works Design" published by the Washington State Department of Ecology.

The private grinder pump package shall consist of at least a grinder pump, basin, cover, check
valve, controls, and interior and exterior visual and audible alarms (with battery backup for high
level alarm), provided by a single supplier/manufacturer.  Approved grinder pump package
manufacturers include Environment-One (E-One Model 2010-IDU Package Grinder Pump
System); Myers Residential Grinder Pump System Package; Hydromatic Grinder Pump System
Package, and Liberty Pumps simplex grinder package (Models 2448LSG, 2472LSG, &
2484LSG).

Where required, air relief and combination air relief/ vacuum relief valves shall be as
manufactured by Orenco, APCO, Crispin or equivalent for sewer service.  All valves shall be
fully accessible to enable Customer’s operation, maintenance and repair.

5.3.2 Developer Extension Agreement Projects
The Developer is responsible for installing the customer service shutoff valve, check valve,
check valve vault and service line from the main to check valve for new main construction.

5.3.3 Installation, Maintenance and Repair
The Property Owner is responsible for installation, maintenance and repair of the side sewer
service from the property line to the residence including the grinder pump station, check valve,
and check valve vault.

For individual permits, the District taps the force main, installs the saddle, customer service
shutoff valve, and service line to the property line.  (Note for Developer Extension Agreements,
the developer installs these items during construction of the new main.)

5.3.4 Pre-Construction Meeting
The Contractor shall schedule a preconstruction meeting with the District prior to beginning
construction.  At the preconstruction meeting, the District will identify and authorize a
connection to the customer service line at the property line.

5.3.5 Inspections
The District must inspect all side sewer services prior to backfill.  Services backfilled without an
inspection must be re-exposed and the full length tested at Contractor’s expense.
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Bedding & Backfill Inspection.  Sewer service pipe from the main to the cleanout
adjacent to building must be inspected and approved prior to backfill by the District.

Pressure Test.  With all joints exposed, the District must witness a successful hydrostatic
pressure test in accordance with WSDOT Section 7-09.3(23) at 150 psi for all pipe and
fittings between the grinder pump and the customer service shut-off valve.

Grinder Pump Inspection.  The private grinder pump station may be located inside the
residence or outside the residence.  If located inside the residence, the installation shall be
subject to inspection by the Whatcom County Building Official (or his or her designee).
If located outside of the residence, the grinder pump station shall be subject to inspection
by the District.
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CHAPTER 6 CONSTRUCTION STANDARDS - DETAILS

General Details
G1 General Notes
G2 Typical Trench and Backfill Detail
G3 Water Project Record Drawing Documentation
G4 Sewer Project Record Drawing Documentation
G5 Maintenance Vehicle Turnaround
G6 Water Main / Side Sewer Non-Standard Crossing

Water Details
W1 Water System Notes
W2 Concrete Thrust Block
W3 Concrete Thrust Block for Convex Vertical Bends
W4 Fire Hydrant Assembly
W5 2-inch Blowoff Assembly
W6 Combination Air Release / Air Vacuum Valve Assembly
W7 Water Sampling Station
W8 Water Meter Assembly
W9 Deadman Tie-Back Thrust Block

Sewer Details
S1 Sewer System Notes
S2 Sanitary Sewer Manhole
S3 Inside Drop Sewer Manhole Connection
S4 Outside Drop Sewer Manhole Connection
S5 Sewer Main Cleanout
S6 Sewer Service Stub Connection to Main
S7 Sewer Service Stub and Cleanout
S8 Gravity Side Sewer Installation
S9 Grinder Pump Service to Gravity Main Installation
S10 Grinder Pump Service to Force Main Installation
S11 Connection to Force Main
S12 Force Main Service Check Valve
S13 Shared Force Main Service Tap
S14 Manhole Adjustment Detail

Electrical/Telemetry Details
E1 Telemetry Panel
E2 Utility Equipment Rack
E3 Schedule 80 PVC Trench
E4 Handhole
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G2TYPICAL TRENCH AND BACKFILL DETAIL
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G3WATER PROJECT RECORD DRAWING DOCUMENTATION
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G4SEWER PROJECT RECORD DRAWING DOCUMENTATION
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G5MAINTENANCE VEHICLE TURNAROUND
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WATER MAIN / SEWER NON-STANDARD CROSSING G6
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